2, 
ee 
ve 
‘/ 
PEP Ee 
4 
> 
= 
m~, 
“* 
om 
- 


a> ee hae al 





FO, BSI /66B0 


(6680.) 





UGANDA RAILWAY. 


(METRE GAUGE.) 





CONTRACT FOR PERMANENT WAY MATERIALS. 


Wrought-tvon Spikes for 50 lbs. Flat-footed Rats. 


SPECIFICATION. 


General Description. 


1, THE work required under this Specification consists of the manufacture, 
supply, and delivery, at one or more of the Ports named in the Conditions and 
Tender, of wrought-iron spikes as per Schedule attached. 


; Materials. 

2. The iron of which the spikes are made is to be of such a quality that 
the bars from which they are cut shall be equal to a tensional strain of not 
less than 24 tons per square inch, and give an elongation of not less than 
15 per cent. in a length of 10 inches. The tests are to be conducted by some 
person appointed by the Consulting Engineer, who will report the results of 
them to him. 


Manufacture. 


3. The spikes are to be accurately made to the form and dimensions 
shown on the annexed drawing. The heads are to be forged neatly and 
cleanly out of the solid, and every spike must accurately fit gauges to be 
supplied by the Contractor at his own expense and approved by the Con- 
sulting Engineer or his Deputy. The ends of the spikes are to be brought to 
a fair sharp edge. The nicks in the sides are also to be clean and sharp, and 
must be made without bulging the other sides. 


Testing. 


4. Bars for testing will be selected from the iron rolled for this contract, 
no part of which iron must be used for the spikes until the selected bars 
have been tested, and the Consulting Engineer has certified in writing 
his approval of the results. Tests will also be made on finished spikes during 
the progress of the Contract. The cost of all tests is to be borne by the 
Contractor, the Consulting Engineer fixing the charge to be made for them. 


Samples. 


5. Two sample spikes must be submitted to the Consulting Engineer, and 
approved by him in writing before the general manufacture of the work is 
proceeded with. 
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Weight. 


6. The spikes when finished are to be such that 100 spikes shall weigh 
53 lbs. The actual weight of each lot of spikes tendered for delivery shall 
be considered to be that obtained by calculation from the weight of 500 
spikes, which shall be taken, without selection, from such delivery, and 
weighed by the Consulting Engineer or his Deputy. Should the actual weight 
of any delivery thus calculated exceed that due to the specified dimensions, 
no payment will be made for such excess weight, but should the actual] 
weight fall short of that specified, either the spikes will be rejected or a, 
proportionate deduction, calculated at the schedule rates, will be made from 
the Contract amount. 


M arking. 


7. The spikes are to be distinctly stamped on the top of the head with 
the letters “ U. R.” 


Inspection. 


8. Ihe spikes are not to be oiled or packed until they have been 
inspected and approved by the Consulting Engineer or his Deputy. Any spike 
which is found to be in any way defective, or which is not in accordance with 
the tests or other requirements of this specification, will be rejected. The 
Contractor must provide, free of charge, all tools and labour required by the 
Consulting Engineer for the inspection and testing of the work. 


Oiling, Packing, &c. 


9. After the spikes have been inspected and approved, they are to be 
heated to the temperature of melting lead and plunged into boiled linseed oil. 
They are then, when dry, to be packed in cases weighing not more than 
7 cwt. when full. The cases are to be made of 11 inches thick well-seasoned 
deal boarding, with 14 inches thick elm ends, the whole nailed together with 
wire nails 35 inches long ; they are to be strengthened by battens pitched at 
a proper distance along the sides, tops, and bottom, each set of which is to be 
entirely surrounded with one strap of hoop iron. The cases are to have outs 
side end corner posts, and the ends are to be tied with hoop iron, each 
stretching across the ends and along the sides to meet the first side battens. 
The hoop iron is to be 13 inches wide, No. 18 B. W. G. thick. The joints of 
all cases are to be tongued and grooved. The cases are to be clearly branded, 
cut, or stencilled with their contents and weights, and such other descriptive 
and shipping marks as the Officers of the Department may direct. The cost 
of all oiling, packing, marking, and delivery is to be included in the price 
named in the Tender. 


UGANDA RAILWAY. 


Spke. 
For 50 lbs Flat Footed Rails. 


Full Size 








Weight of one Spike 23° of a pound. 
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TENDER. 


To the Secretary of State for Foreign Affairs, 
Foreign Office, London. 


Nir, 

We hereby offer to supply the stores described in the annexed Schedule 
in strict accordance with the annexed Conditions of Contract and Specifi- 
cation, for the following sums, delivered free on board vessels in the Ports 


specified :-— 
£ 


If delivered in the Port of London .. oa = 
Liverpool or Birkenhead 


33 5? 


55 55 ee 


99 3° ee 


39 33 ee 


The above sums, which are to be in full satisfaction of all claims, are 
made up from the rates stated by us in the schedule. 
The stores will be ready for delivery as follows :—* 


so that the whole will be ready for delivery in* weeks from date 
of acceptance. 

We agree to abide by this tender for the period of fourteen days from 
the date fixed for receiving the same; and in default of our so doing we will 
pay the sum of 5/. per cent. on the aggregate amount of this tender to 
you as and by way of liquidated damages. 

We are, Sir, 
Your obedient Servant, 


VPTOS SUIS POL SPS ISOS OOO OUSETOCUSSOCESEU DEST HE0sS eC bSbeSEE Ss Oe ESSESEeSSSsene SE SSRSEEDOSO SOON SSeS EEEECSCeeeSD 


Dated this | | 189 . 


* To be filled in by the tenderer. 
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SCHEDULE. 











Price per Ton. Total delivered in the 
ee Soe Deserition 
London. Liverpool. pa Liverfool re 
Tons. Indent No. e+ 8.00, Bree Se SE Bec he 


Wrought-iron spikes, for 50 Ibs. flat-footed 
rails, weighing %3,ths of a pound each 


